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 Installation

Connection:

The device is connected between the existing cold water 
line, usually positioned beneath the sink. 

The filtered water is diverted to either an additional cold 
water tap (see installation diagram 1), or over a so-
called three-way tap. The three-way tap then replaces 
the existing kitchen faucet and in addition hot and cold 
water, can be switched to filtered water. (See installa-
tion diagram 2)

By using the NFP Clario cartridge you can install the AA 
Nautilus to the previous cold water supply which is di-
verted from the existing cold water tap and can filter the 
complete water supply. (See Installation diagram 2)  
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Innovative sealing technology
n	 Casing can be opened without a key
n  No need to use force to open and close the  
 filter casing
n  Sealing element can be easily changed
n	 The sealing element can be taken out and  
 cleaned

A special sealing element is mounted within the AA 
Nautilus. The moveable sealing ring is attached by a 
clip and can easily be removed to change the cartridge 
filter. The lid opens and closes very easily from the ba-
yonet lock which is held in place with a knurled screw 
and there are no tools or keys needed.
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The Aqua Avanti Nautilus is a highly sophisticated, robust 
under sink water filter made in a top design from stainless 
steel.

All standard Carbonit and Prime Inventions 10“ filter cart-
ridges can be used within the AquaAvanti Nautilus casing.

Special features:
n Solid stainless steel case
n Durable couplings for fast, easy installation  
 and filter cartridge replacement
n seal with an innovative sealing element
n Easy to open bayonet lock
n Easy to keep surfaces hygienically clean 
n Stopcock with DVGW approved seal
n Check valve prevents water leakage during   
 filter change
n Installation material with T-valve

Optional:
n stainless steel wall mount
n  faucet for filtered water as an addition to the  
 existing faucet
n	three-way valve, which replaces the existing  
 tap
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Information:
Not for use with „pressureless boilers“. Only 
use with cold water due to the construction 
of the available filter cartridges.

A filter cartridge is not included within the 
delivery, because there is a various variety of 
filters for different qualities of water.

Stainless steel under sink filter case for 
standard 
10“ filter cartridges with integrated 
backflow prevention.

Cleaning:
All internal and external surfaces from 
the AA Nautilus can easily be kept hy-
gienically clean due to the high quality 
Stainless steel. 

Specifications:  
Max height 
approx 360mm. 
Width 
with optional wall bracket approximately 
150 mm,
Weight 
about 2.8 kg without cartridge filter.

(Subject to changes in design and 
technology)

Delivery:
AA Nautilus, two 3/8“ Stainless steel 
connection tubes (standard in Germany 
beneath the sink) and a 3/8“ stopcock 
including a T-piece for connecting the 
angle valve under the sink.

            


